### Finish of Manufactured Items

<table>
<thead>
<tr>
<th>Description</th>
<th>Finish</th>
<th>Color</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ceiling</td>
<td>Wood</td>
<td>Red</td>
<td>Maple</td>
</tr>
<tr>
<td>Walls</td>
<td>Paint</td>
<td>Blue</td>
<td>Vinyl</td>
</tr>
<tr>
<td>Doors</td>
<td>Glass</td>
<td>Clear</td>
<td>Plastic</td>
</tr>
</tbody>
</table>

### Color Glossary

- Red: Ceiling
- Blue: Walls
- Clear: Glass
- Plastic: Doors

### Finish & Color Schedule

<table>
<thead>
<tr>
<th>Floor</th>
<th>Room Description</th>
<th>Finish</th>
<th>Color</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>Main Floor</td>
<td>Restroom</td>
<td>Wood</td>
<td>Brown</td>
<td>Hardwood</td>
</tr>
<tr>
<td>Ground Floor</td>
<td>Bathroom</td>
<td>Paint</td>
<td>Green</td>
<td>Vinyl</td>
</tr>
</tbody>
</table>

### General Finish Notes

- Use only specified finishes and colors.
- All materials must comply with fire codes.
- Special orders may be required for custom features.

---

**Notes:**

- **Perspective View:** Shows the overall layout and design of the building.
- **Section A:** Details of the cross-section at section A.
- **Elevation A:** Elevation view of the building at section A.

---

**Department of Public Works**

**Division of Architecture**

**Institution:** Cal State Polytechnic College

**Location:** San Luis Obispo Campus

**Sheet Title:** Finish Schedule, Toilet Area

**Date:**

**Drawing Number:**

---

**Revision History:**

- **Revision A:** Initial release.
- **Revision B:** Update to finishes and materials.
- **Revision C:** Final version.
ELEVATION OF WALL ON LINE G

All gunite shall be placed in accordance with the General Specification G55-G1 and Specification C of the Gunite Contractor's Association of Los Angeles. Reinforcing shall be supported by 20% Drive-in Anchors where needed.
DISCONNECT STRIKE JAMB
ASSEMBLY FROM HEAD
ASSEMBLY & INSTALL NEW
SPACER AS SHOWN
4" x 7" x 3/8" x 2 1/2" BENT @ L

DRILL & TAP FOR 4"
3/8" MACHINE SCREWS

SECTION 1

PIER CONE CURB
INDEPENDENT OR
STRIKE JAMB

SECTION 2

REMOVE BACK SHEET AT BOTTOM (2")
PLACE FOR 4"
BOLT - USE SELF
DRILLING ANCHORS

SECTION 3

FORM CURB TO
GIVE 2 1/8"
TO OPPOSITE JAMB

NOTES:
1. APPLY "SALVAGGIO" OR EQUAL
TO ALL BURNT OR WELDED
SURFACES
2. STRIKE JAMB MUST BE EASILY
REMOVABLE & REINSTALLABLE
TRUE & PLUMB

CHANGE ORDER NO.
R NO. 693 E CON. NO. 6347